
Valves - VR Series

VR series

Ordering Information & Dimensions

Part Number
End Connection

Orifice
Dimensions (mm)

Inlet Outlet L h H

VR3
or

VR6

U-04T- 1/4" Kor-Lok

4.8 

39.6 39.6 109.4 
U-06T- 3/8" Kor-Lok 43.8 43.8 113.6 
U-08T- 1/2" Kor-Lok 46.5 46.5 116.4 
U-M06T- 6mm Kor-Lok

39.6 39.6 109.4 
U-M08T- 8mm Kor-Lok
U-M12T- 12mm Kor-Lok 46.5 46.5 116.4 
MF-04N- 1/4" Male NPT 1/4" Female NPT 32.5 

32.5 102.3 
MF-06N- 3/8" Male NPT 3/8" Female NPT 34.5 
MF-08N- 1/2" Male NPT 1/2" Female NPT 38.0 

36.5 106.3 MU-08N08T- 1/2" Male NPT 1/2" Uni-Lok
46.5 

MU-08NM12T- 1/2" Male NPT 12mm Uni-Lok

Specification
Specification VR3 series VR6 Series

Maxium
Working
Pressure

3000 psig
207 bar

6000 psig
413 bar

Temperature
Range

-23 ~ 204�C
-10 ~ 400F

Cracking
Pressure
Range

10~250 psig
0.7~18 bar

350~6000 psig
25~413 bar

Reseal Pressure

Series
Test

Set Pressure

Minimum
Resealing
Pressure

(%)psig bar

VR3
10~20 0.7~1.3 50

175~225 12.0~15.5 90

VR6
100~200 6.8~13.7 50

850~1000 58.5~68.9 84

Spring Color Coding and Cracking
Pressure Range

Series Color
Cracking Pressure

Range
psig bar

VR3 Yellow 10~250 0.7~18

VR6

Yellow 350~750 24~52
Purple 750~1500 52~103
Orange 1500~2250 103~155
Brown 2250~3000 155~206
White 3000~4000 206~275
Red 4000~5000 275~344

Green 5000~6000 344~413

Dimensions are for reference only and are subject to change without prior notice.

ISO7/1 Tapered Threads (PT) are available for all fractional sizes of VR series valves.
Add “R” as a suffix instead of “N”

Minimum Resealing Pressure - As a percentage of test
set pressure
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